
ANTIQUE CREAM LABEL
                                         Technical data sheet

FACE MATERIAL: 

Description Wood-free, narrow-ribbed, light-coloured, machine-finished, wet-strength paper that is alkali resistant 
and mould proof.

Use This paper is unsuitable for labelling bottlenecks or other small-diameter products. A high-quality paper 
ideal for all wine and beverage applications, as well as premium food labelling.

TECHNICAL 
DATA

Weight Caliper
g/m2 Microns

90 130

ADHESIVE:

Description A permanent acrylic, waterbone adhesive 

Performances Permanent adhesive designed for permanent wine labelling applications. Provides good adhesion to 
polar surfaces, tolerating fluctuations in temperature and humidity on the bottling line and during bottle 
storage. Also has good water-RESISTANCE DURING IMMERSION IN ICE BUCKETS.

Shelf life  2 years stored at 22°C and 50% RH

TECHNICAL 
DATA

Initial
Tack

Application 
Temperature

(min)

Service Temperature
(min)

Service Temperature
(max)

N/mm °C °C °C
14 +5 -20 +80

BACKING PAPER:

Description White glassine wood free backing paper

TECHNICAL 
DATA

Weight Caliper
g/m2 Microns

79 69

Our recommendations are based on our experience and up-to date knowledge. As the products are used outside our control, we cannot take the 
responsibility for any damage which could be caused when using the product. This technical information sheet replaces all ealier ones. All 
information could be changed without notice.


